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In this work, molecular dynamics simulations have been performed to shed some light on possible gas leakages by molecular diffusion through reservoir caprocks. To do so, solubility and transport diffusivity of light hydrocarbon gases (methane and ethane) in water-saturated slit nanopores have been investigated at typical reservoir thermodynamics conditions.

Interestingly, it has been noticed that the gas solubility in the saturated nanopores is noticeably higher than in the bulk state. This "oversolubility" is mainly due to an adsorptiondriven effect for both gases. However, a non-negligible confinement-driven effect has also been noticed for ethane. As a consequence, the oversolubility linearly increases with the reciprocal of the pore size. Regarding the transport diffusivity, results have shown that it decreases with the decrease of the pore size. However, rather surprisingly, from the transport diffusivity point of view, the pore size has a weaker impact on ethane than on methane. This is probably related to the fact that ethane is preferentially localized at the depleted water region in the nanopore, whereas methane is mainly localized at the adsorbed water region.

Finally, these results have been used to estimate the influence of these nano-confinement effects on the diffusive gases leakages through a modelled water-saturated caprock over geological times. It has been found that the estimated leakage could be noticeably enhanced by the nano-confinement effects, emphasizing the importance of taking into account these effects on gas leakage estimates through caprock.

Introduction

Caprock is often viewed as an impermeable rock type trapping fluids in reservoirs as discussed in [START_REF] Grunau | A worldwide look at the cap-rock problem[END_REF][START_REF] Krooss | Light hydrocarbon diffusion in a caprock[END_REF][START_REF] Schlömer | Experimental characterisation of the hydrocarbon sealing efficiency of cap rocks[END_REF][START_REF] Selley | Elements of Petroleum Geology[END_REF]. When considering the gas trapping, the sealing efficiency of caprock arises from the very tight nature of the porous medium, composed mostly of nanopores saturated by water in which most gases hardly solubilize. However, recent studies have shown that the solubility of gases in water confined in nanoporous materials, such as clay, can be noticeably greater than that in bulk water [START_REF] Sun | An accurate model to predict the thermodynamic stability of methane hydrate and methane solubility in marine environments[END_REF][START_REF] Phan | Aqueous methane in slit-shaped silica nanopores: high solubility and traces of hydrates[END_REF][START_REF] Yuan | Experimental study and modelling of methane adsorption and diffusion in shale[END_REF][START_REF] Ho | Solubility of gases in water confined in nanoporous materials: ZSM-5[END_REF][START_REF] Li | Water distribution characteristic and effect on methane adsorption capacity in shale clay[END_REF][START_REF] Liu | The oversolubility of methane gas in nano-confined water in nanoporous silica materials[END_REF][START_REF] Grekov | Thermodynamic data of adsorption reval the entry of CH4 and CO2 in smectite clay interlayer[END_REF]. This "oversolubility" phenomenon, combined with molecular diffusion process, may induce a more important than scheduled leakage of gases (hydrocarbons, carbon dioxide…) through a reservoir caprock, when considering typical geological timescales, i.e. from thousands to millions of years which are the typical timescales occurring in geological engineering and in petroleum system [START_REF] Krooss | Light hydrocarbon diffusion in a caprock[END_REF]Krooss et al., 1992a;Krooss et al., 1992b;[START_REF] Krooss | Diffusive losses of hydrocarbons through cap rock. Experimental studies and theoretical considerations[END_REF][START_REF] Schlömer | Experimental characterisation of the hydrocarbon sealing efficiency of cap rocks[END_REF][START_REF] Song | Comprehensive review of caprock-sealing mechanisms for geologic carbon sequestration[END_REF]. Furthermore, considering the reservoir as an open system, i.e. subject to a gas leakage through the caprock, has a strong impact on the way the vertical fluid distribution should be modeled at the initial state in a reservoir as shown in [START_REF] Montel | Initial state of petroleum reservoirs: A comprehensive approach[END_REF]. Thus, to improve the pre-evaluation of hydrocarbon amounts and distribution in the reservoirs using up to date models [START_REF] Montel | Initial state of petroleum reservoirs: A comprehensive approach[END_REF][START_REF] Dembicki | Practical Petroleum Geochemistry for Exploration and Production[END_REF][START_REF] Baghooee | A new approach to thermal segregation in petroleum reservoirs: Algorithm and case studies[END_REF], or to better understand and determine sources and origins of groundwater contamination [START_REF] Nowamooz | Numerical investigation of methane and formation fluid leakage along the casing of a decommissioned shale gas well[END_REF], this overlooked possible leakage phenomenon may worth of investigations which is the purpose of this work.

Solubility and molecular diffusion of hydrocarbons gases in water-saturated nanopores, that are required to estimate the diffusion leakages through the caprock (Krooss et al., 1992a;Krooss et al., 1992b;[START_REF] Schlömer | Experimental characterisation of the hydrocarbon sealing efficiency of cap rocks[END_REF], have attracted interest and attention over the years [START_REF] Sun | An accurate model to predict the thermodynamic stability of methane hydrate and methane solubility in marine environments[END_REF][START_REF] Campos | A molecular dynamics study on natural gas solubility enhancement in water confined to small pores[END_REF][START_REF] Campos | A molecular dynamics study on natural gas solubility enhancement in water confined to small pores[END_REF][START_REF] Phan | Aqueous methane in slit-shaped silica nanopores: high solubility and traces of hydrates[END_REF][START_REF] Yuan | Experimental study and modelling of methane adsorption and diffusion in shale[END_REF][START_REF] Ho | Solubility of gases in water confined in nanoporous materials: ZSM-5[END_REF][START_REF] Li | Water distribution characteristic and effect on methane adsorption capacity in shale clay[END_REF][START_REF] Phan | Confined water determines transport properties of guest molecules in narrow pores[END_REF][START_REF] Bui | Transport mechanism of guest methane in water-filled nanopores[END_REF][START_REF] Gadikota | Hydrophobic solvation of gases (CO2, CH4, H2, noble gases) in clay interlayer nanopores[END_REF][START_REF] Grekov | Thermodynamic data of adsorption reval the entry of CH4 and CO2 in smectite clay interlayer[END_REF][START_REF] Liu | The oversolubility of methane gas in nano-confined water in nanoporous silica materials[END_REF]. Many works, including simulations and experiments, have found that these quantities can be significantly different from those in bulk liquid water. More precisely, in nanoporous structure the solubility of various gases in the confined water can be largely enhanced compared to what occurs in bulk water [START_REF] Sun | An accurate model to predict the thermodynamic stability of methane hydrate and methane solubility in marine environments[END_REF][START_REF] Campos | A molecular dynamics study on natural gas solubility enhancement in water confined to small pores[END_REF][START_REF] Ho | Solubility of gases in water confined in nanoporous materials: ZSM-5[END_REF], a phenomenon sometimes called "oversolubility", and the gas molecular diffusion can be highly reduced [START_REF] Phan | Confined water determines transport properties of guest molecules in narrow pores[END_REF][START_REF] Bui | Transport mechanism of guest methane in water-filled nanopores[END_REF][START_REF] Gadikota | Hydrophobic solvation of gases (CO2, CH4, H2, noble gases) in clay interlayer nanopores[END_REF]. These phenomena are attributed to direct and indirect effects [START_REF] Phan | Aqueous methane in slit-shaped silica nanopores: high solubility and traces of hydrates[END_REF][START_REF] Ho | Solubility of gases in water confined in nanoporous materials: ZSM-5[END_REF][START_REF] Li | Water distribution characteristic and effect on methane adsorption capacity in shale clay[END_REF][START_REF] Phan | Confined water determines transport properties of guest molecules in narrow pores[END_REF][START_REF] Bui | Transport mechanism of guest methane in water-filled nanopores[END_REF].

The direct effect results from the gas-wall interaction, which can lead to an adsorption of gases on the pore walls [START_REF] Ho | Solubility of gases in water confined in nanoporous materials: ZSM-5[END_REF][START_REF] Li | Water distribution characteristic and effect on methane adsorption capacity in shale clay[END_REF]. The indirect effect emerges from the spatial variation of local properties of the confined liquid water due to the water-solid surface interaction, which can have a noticeable impact on the solubility and molecular diffusion of the gases [START_REF] Phan | Aqueous methane in slit-shaped silica nanopores: high solubility and traces of hydrates[END_REF][START_REF] Phan | Confined water determines transport properties of guest molecules in narrow pores[END_REF][START_REF] Bui | Transport mechanism of guest methane in water-filled nanopores[END_REF]. In nanopores, where the surface-to-volume ratio is very high, these effects may be significant [START_REF] Karniadakis | Microflows and Nanoflows[END_REF][START_REF] Israelachvili | Intermolecular and Surface Forces[END_REF]. Thus, when considering nanopores, the pore size is among the major factors that influences both solubility and mass diffusion of gases [START_REF] Sun | An accurate model to predict the thermodynamic stability of methane hydrate and methane solubility in marine environments[END_REF][START_REF] Campos | A molecular dynamics study on natural gas solubility enhancement in water confined to small pores[END_REF]. The systematic evaluation of such an effect on idealized systems is the main goal of the present work.

Molecular dynamics (MD) simulation has shown to be an efficient numerical tool to investigate thermodynamic and transport properties of nanoscale systems and to deal with extreme thermodynamic conditions, e.g. high pressures as found in reservoirs [START_REF] Allen | Computer Simulations of Liquids[END_REF][START_REF] Smit | Understanding Molecular Simulation: From Algorithms to Applications[END_REF][START_REF] Hoang | Simultaneous Description of Equilibrium, Interfacial, and Transport Properties of Fluids Using a Mie Chain Coarse-Grained Force Field[END_REF]2019;2021). This tool has been used to investigate either the solubility or the molecular diffusion of various gases in solvents confined in nanopores, often at ambient conditions [START_REF] Campos | A molecular dynamics study on natural gas solubility enhancement in water confined to small pores[END_REF][START_REF] Phan | Aqueous methane in slit-shaped silica nanopores: high solubility and traces of hydrates[END_REF][START_REF] Phan | Confined water determines transport properties of guest molecules in narrow pores[END_REF][START_REF] Bui | Transport mechanism of guest methane in water-filled nanopores[END_REF][START_REF] Gadikota | Hydrophobic solvation of gases (CO2, CH4, H2, noble gases) in clay interlayer nanopores[END_REF], yielding results consistent with experiments [START_REF] Phan | Aqueous methane in slit-shaped silica nanopores: high solubility and traces of hydrates[END_REF][START_REF] Gadikota | Hydrophobic solvation of gases (CO2, CH4, H2, noble gases) in clay interlayer nanopores[END_REF]. Interestingly, this numerical tool can provide many information at the molecular scale, such as thermophysical and transport properties [START_REF] Allen | Computer Simulations of Liquids[END_REF][START_REF] Smit | Understanding Molecular Simulation: From Algorithms to Applications[END_REF]), so facilitating the interpretation of the results [START_REF] Phan | Aqueous methane in slit-shaped silica nanopores: high solubility and traces of hydrates[END_REF][START_REF] Phan | Confined water determines transport properties of guest molecules in narrow pores[END_REF][START_REF] Bui | Transport mechanism of guest methane in water-filled nanopores[END_REF]. Thus, in this work, MD simulation has been employed to investigate the effect of pore size on both solubilities and molecular diffusion of light hydrocarbons gases, methane and ethane, in water-saturated nano-pores, i.e. pore sizes typical of that encountered in a caprock, at typical reservoir conditions. This article is organized as follows. In section 2, some details on the MD simulations are described. Then, results obtained from the molecular dynamics simulations are presented and discussed in section 3. Finally, the conclusion that summarizes the main outcomes is provided in section 4.

Models and Simulation

Fluid and solid models

For the sake of simplicity, and because caprock complexity in terms of porous structure and fluid composition is not accessible to molecular simulations, all hydrocarbon gases (methane and ethane), water and solid molecules have been modelled using one of the simplest coarse-grained models, the Lennard-Jones one. Thus, all interactions between particles have been described by a classical Lennard-Jones (LJ) potential [START_REF] Lennard-Jones | The electronic structure of some polyenes and aromatic molecules I-The nature of the links by the method of molecular orbitals[END_REF] as:

= 4 - (1)
where, r is the distance between the two particles, ε is the potential depth, σ is the particle "diameter". This simple model has shown to simultaneously predict rather well thermodynamic and transport properties of small hydrocarbons gases, i.e. methane and ethane [START_REF] Galliero | Molecular dynamics comparative study of Lennard-Jones -6 and exponential -6 potentials: Application to real simple fluids (viscosity and pressure)[END_REF]. The LJ parameters of methane used are those coming from the study of [START_REF] Martin | Transferable potentials for phase equilibria. 1. United atom description of n-alkanes[END_REF], and for ethane, they were obtained from Galliero et al. [START_REF] Galliero | Molecular dynamics comparative study of Lennard-Jones -6 and exponential -6 potentials: Application to real simple fluids (viscosity and pressure)[END_REF]. They are given in Table 1.

When considering a LJ coarse-grained representation of species exhibiting polar or hydrogen bonding interaction, the effective LJ parameters should vary with the thermodynamic state to provide a good prediction for both thermodynamic and transport properties [START_REF] Müller | Molecular modeling of fluid-phase equilibria using an isotropic multipolar potential[END_REF][START_REF] Hadley | Coarse-Grained Molecular Models of Water: A review[END_REF]. Thus, the LJ parameters of water molecules at the two studied reservoir conditions (T=373.15 K, P=50 MPa and T=423.15 K, P=100 MPa) have been adjusted to simultaneously provide a good agreement with density and viscosity data taken from the NIST reference database [START_REF] Lemmon | Reference Fluid Thermodynamic and Transport Properties[END_REF]. The LJ equation of equation of [START_REF] Kolafa | The Lennard-Jones fluid: an accurate analytic and theoreticallybased equation of state[END_REF], and

the LJ viscosity correlation of [START_REF] Galliero | Molecular Dynamics Study of the Lennard-Jones Fluid Viscosity: Application to Real Fluids[END_REF] were employed to perform the adjustment of water LJ parameters. Results are listed in Table 1. The nanopore walls have been modelled to represent the macroscopic characteristics of typical silicate mineral surfaces from the surface energy point of view. They are made of identical spherical particles arranged on a faced centered cubic (FCC) lattice. The LJ diameter of solid particles and the lattice size have been chosen to quantitatively mimic the roughness of silicate mineral surface. The LJ energy of solid particles has been selected to yield reasonable Hamaker constant of silicate mineral surface of about = 1 × 10 Joule [START_REF] Iwamatsu | A molecular theory of solvation force oscillations in nonpolar liquids[END_REF]. The parameters of the solid walls are shown in Table 2. The LJ potential parameters of the interaction between unlike molecules were calculated by using modified Lorentz-Berthelot rules [START_REF] Schnabel | Unlike Lennard-Jones parameters for vapor-liquid equilibria[END_REF]:
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where, i and j indicate the species, and $ "# is a pre-factor which was introduced to modulate the strength of energy between species [START_REF] Schnabel | Unlike Lennard-Jones parameters for vapor-liquid equilibria[END_REF]. Such a parameter is often used to better model cross interactions between asymmetric molecules [START_REF] Hamani | Excess volume, isothermal compressibility, isentropic compressibility and speed of sound of carbon dioxide+ n-heptane binary mixture under pressure up to 70 MPa. II. Molecular simulations[END_REF]. $ "# have been set to 1.0 for the interactions between the fluids (hydrocarbons gases and water) and solid walls. Between the gases and the water, $ "# have been adjusted to provide good solubilities of gases in bulk liquid water, as detailed in section 3.1.

Simulated configuration

To determine the properties of light hydrocarbon gases in the saturated nanopores, MD simulations in the grand canonical ensemble were performed by using a scheme similar to the one proposed in (Hoang and Galliero, 2012a), as sketched in Fig 1a . In terms of thermodynamics conditions, two reservoir conditions have been considered: (1) T=373.15 K and P=50 MPa, and (2) T=423.15 K and P=100 MPa. To address the effect of pore size on solubility and molecular diffusion of gases, MD simulations have been performed on systems with various pore sizes, W, ranging from 5 to 10 times the diameter of a gas molecule, i.e.

from about 1.90 nm to about 4.24 nm, as one would expect in an ideal caprock [START_REF] Schlömer | Experimental characterisation of the hydrocarbon sealing efficiency of cap rocks[END_REF][START_REF] Kampman | Observational evidence confirms modelling of the long-term integrity of CO2-reservoir caprocks[END_REF][START_REF] Espinoza | CO2 breakthrough -Caprock sealing efficiency and integrity for carbon geological storage[END_REF]. Such pore sizes correspond to permeability, k, of the micro-Darcy order of magnitude (k scales with W²) as those found in caprocks, even if defining correctly permeability in such nanopore from geometric argument only is questionable due to the strong variations of the confined fluid properties [START_REF] Hoang | Shear behavior of a confined thin film: Influence of the molecular dynamics scheme employed[END_REF].

In details, the solid walls are placed in the middle of the simulation box in the direction y, and at the top and the bottom in the direction x. Each solid wall is composed of 4×10×10 FCC cells in the x, y and z direction respectively. They are separated by a distance W in the x direction, defined as the distance between two innermost opposing atomic solid layers. The walls are of finite size in the x and y directions, whereas they are extended through the whole cell in the z direction. In the reservoirs that are located sufficiently away from the solid walls to avoid the effects of the finite solid wall size in the y direction (Hoang and Galliero, 2012a), the temperature and pressure of the fluids are kept constant.

The initial configuration to compute mass diffusion coefficient and solubility of gases in the nanopores were setup as follows. First, grand-canonical molecular dynamics (GCMD)

simulations were performed to equilibrate separately two systems: one consisting of water and solid molecules, and one containing gases (methane/ethane) and water, as illustrated in Figs.

1a and 1b, respectively. Then, the water molecules in the pore of the first system and the fluid (gases + water) molecules in the reservoirs of the second system were brought together to set up the initial configuration, see Fig. 1. The simulation systems contain at least 1000 water molecules and 5000 gas molecules. 

Simulation details

During MD simulations, which were performed using an in-house code (Hoang and Galliero, 2012a;2013), the equations of motion of fluid particles were integrated using the velocity-Verlet algorithm with a timestep *+ ≈ 0.0023ps [START_REF] Verlet | Computer "Experiments" on classical fluids. I. Thermodynamical properties of Lennard-Jones molecules[END_REF], whereas the solid particles were fixed at their sites on the FCC lattice. Periodic boundary conditions were applied in all the directions [START_REF] Allen | Computer Simulations of Liquids[END_REF][START_REF] Smit | Understanding Molecular Simulation: From Algorithms to Applications[END_REF]. The temperature and pressure in the reservoirs were maintained at reservoir conditions by using a

Berendsen thermostat and barostat, respectively [START_REF] Berendsen | Molecular dynamics with coupling to an external bath[END_REF]. The sampling region, of a width equal to & 234 , where the properties of the confined fluids were computed, was chosen be located at the center of the pore in the y direction to avoid effects due to the finite size of the solid walls (Hoang and Galliero, 2012a;2013), see Fig. 1a.

After having built the initial configuration, as detailed previously, the GCMD simulations were performed in two steps. First, the systems were equilibrated on 2 × 10 time steps, during which data in the sample region were collected to analyze the molecular diffusion of hydrocarbons gases during the unsteady regime. Then, a run of 2 × 10 time steps was achieved to compute the gas solubility and all equilibrium properties of the confined fluids.

Results and Discussions

Determination of the $ "# between gases and water

Similarly to what is done when using a Soreide and Whitson Equation of State [START_REF] Soreide | Peng-Ronbinson predictions for hydrocarbons, CO2, N2, and H2S with pure water and NaCl brine[END_REF], the $ "# of the interactions between the light hydrocarbons gases (methane/ethane) and water molecules have been selected to reproduce the experiment solubility (hereafter, the solubility is defined as a molar fraction and is noted S) of the gases in water at the studied thermodynamic reservoir conditions. More precisely, the values of $ "# of methane-water interaction have been adjusted to yield 5 6 ,89:; = 0.39% and 5 6 ,89:; = 0.78% at (T=373.15 K, P=50 MPa) and (T=423.15 K, P=100 MPa), respectively [START_REF] Duan | A thermodynamic model for calculating methane solubility, density and gas phase composition of methane-bearing aqueous fluids from 273 to 523 K and from 1 to 2000 bar[END_REF]. For the ethane-water interaction, they were adjusted to provide 5 6 ,89:; = 0.13% at (T=373.15 K, P=50 MPa) and 5 6 ,89:; = 0.28% at (T=423.15 K, P=100 MPa) [START_REF] Mao | An accurate model for calculating C2H6 solubility in pure water and aqueous NaCl solutions[END_REF]. For this purpose, the gas solubility dependence on $ "# in water has been estimated at the studied thermodynamic reservoir conditions by performing GCMD simulations on systems containing gas and water as shown in Fig. 1b. Simulation results are illustrated in Fig.

2.

The results clearly show that the gas solubility monotonously increases with $ "# in all cases, allowing to estimate the optimal $ "# by interpolating the simulation data. Optimized $ "# values are provided in Table 3. It is worth noticing that the $ "# significantly varies with the thermodynamic conditions. This can be probably understood from the strong dependence of the LJ potential parameters of coarse-grained water molecules on the thermodynamic conditions, see Table 2. In the following, these $ "# values have been employed to estimate the solubility and the molecular diffusion of methane and ethane in the saturated nanopores. 

Effect of the pore size on solubility

Methane

Figure 3 shows the solubility of methane in the saturated nanopores for the two studied reservoir conditions and for pore sizes ranging from 1.86 nm to 3.72 nm. As expected, the solubility of methane in the nanopores is noticeably larger than that in bulk water [START_REF] Campos | A molecular dynamics study on natural gas solubility enhancement in water confined to small pores[END_REF][START_REF] Ho | Solubility of gases in water confined in nanoporous materials: ZSM-5[END_REF], up to three times the bulk value for the smallest pore. To better understand this behavior, the local solubility profiles along the x direction have been computed. As shown in Fig. 4, the increase of solubility results from a local solubility which is significantly larger (up to about fifteen times) in the vicinity of the solid surfaces than in the center of the pore which exhibits solubility values similar to what found in bulk water, as expected.

Regarding the physical origins of the increase of solubility of gases in saturated nanopores, two possible molecular mechanisms have been proposed in the literature [START_REF] Ho | Gas uptake in solvents confined in mesopores: Adsorption versus enhanced solubility[END_REF]: (1) Adsorption-driven effect and (2) Confinement-driven effect. The adsorptiondriven effect corresponds to an adsorbed gas layer at a distance of about & 4B:@C D34 from the solid surface [START_REF] Ho | Gas uptake in solvents confined in mesopores: Adsorption versus enhanced solubility[END_REF]2015). The confinement-driven effect is related to a gas layer localized around the solvent depleted zone [START_REF] Ho | Gas uptake in solvents confined in mesopores: Adsorption versus enhanced solubility[END_REF]2015). In our systems, results illustrated in Fig. 5 indicate that the methane peak is mostly located at a distance around & 4B:@C D34 from the solid surface, indicating so that the adsorption-driven effect has a dominant effect on the increase of solubility of methane in the simulated systems.

To quantify the increase of solubility due to the confinement, the oversolubility, ∆5 234 , has been computed. It is defined as the difference between the solubilities of gas in nanopore and in bulk water by: ∆5 234 = 5 234,FBGH -5 234,89:;

(3) where 5 234,FBGH is the solubility of gas in the nanopore and 5 234,89:; the value in the bulk.

Results are shown in Fig. 3. It has been found that the oversolubility increases linearly with the inverse of the pore size. This feature is consistent with experiment results [START_REF] Sun | An accurate model to predict the thermodynamic stability of methane hydrate and methane solubility in marine environments[END_REF]Miachon et al., 2013) and is simply due to the adsorption-driven nature of this phenomenon and because the local increase of solubility does not depend much on the confinement, see Fig. 4. In addition, the oversolubility is the largest for the highest reservoir temperature. This effect is subtle and is probably related to temperature effects that are stronger than pressure effects on water in terms of structure, see Fig. 5. 

Ethane

The solubility of ethane in the saturated nanopores for the two studied reservoir conditions and for pore sizes ranging from about 2.12 nm to 4.24 nm is displayed in Fig. 3.

Results clearly show that the trends for ethane are similar to those found for methane, keeping in mind that ethane is roughly three times less soluble than methane in bulk water.

More precisely, ethane exhibits a local solubility profile similar to that found for methane for both conditions. However, the local increase of solubility close to the solid walls is more pronounced than in methane, reaching up values 40 times larger than the bulk value.

Another interesting feature is that the oversolubility of ethane scales well with the inverse of the pore size even if, for the smallest pores, the oversolubility is nearly constant. This behavior is consistent with the adsorption-driven effect combined with a non-negligible contribution related to the confinement-driven effect for the smallest pores, as confirmed by the density profiles shown in Fig. 5. 

Effect of the pore size on molecular diffusion

There exist many different formalisms to describe mass diffusion leading to different diffusion coefficients definitions [START_REF] Cussler | Diffusion -Mass Transfer in Fluid Systems[END_REF][START_REF] Wesselingh | Mass Transfer in Multicomponent Mixtures[END_REF]. This is even more complex in nanopores, even at the pore scale, as the transport coefficients may become space dependent, non-local and non-isotropic [START_REF] Botan | Hydrodynamics in Clay Nanopores[END_REF]Hoang and Galliero, 2012b).

To keep the problem simple, a 1D Fickian formalism has been chosen to describe the gas diffusion through the saturated nanopores. Such a formalism simply connects the mass flux of the gas to its compositional gradient. A corresponding diffusion coefficient, i.e. Fickian diffusion coefficient I 234 sometimes called transport diffusivity, has been estimated by using a transient non-equilibrium MD (T-NEMD) approach that is rather straightforward to implement in MD simulations [START_REF] Maginn | Transport Diffusivity of Methane in Silicalite from Equilibrium and Nonequilibrium Simulations[END_REF][START_REF] Arya | A critical comparison of equilibrium, nonequilibrium and boundary-driven molecular dynamics techniques for studying transport in microporous materials[END_REF], see Fig. 1. This method consists in setting up an initial gas concentration gradient in the simulation system, and then to monitor the relaxation of the system to the equilibrium state assuming a purely diffusive behavior, as described in section 2.2.

More precisely, to estimate I 234 , the evolution of the molar fraction of the gas in the sampling region J 234 + (averaged over 100 time-steps) has been fitted by a simple 1D diffusion equation as [START_REF] Witherspoon | Diffusion of Methane, Ethane, Propane, and n-Butane in Water from 25 to 43°[END_REF][START_REF] Cussler | Diffusion -Mass Transfer in Fluid Systems[END_REF]:
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where, J 234 ] is the molar fraction value at equilibrium and L is the characteristic length of the pore over which diffusion occur. The latter has been taken equal to half of the pore length in the y direction plus one molecular diameter of gas to take into account a finite size effect due to the initial configuration setup.

As confirmed by the simulation results shown in Fig. 6, the evolution over time of J 234 can be well fitted by Eq. ( 4) for both gases, indicating that the T-NEMD approach allows to obtain a good estimation of I 234 , with an uncertainty of about 25%.

Methane

Figure 7 provides the variation in the transport diffusivity of methane relatively to the pore size. Results indicate that the pore size has a slight, but non-negligible, effect on the transport diffusivity. More precisely, I 6 tends to decrease with the decrease of the pore size, but this decrease is not very pronounced. This result is consistent with what has been found by many authors on similar systems [START_REF] Hoang | Molecular dynamics study on the effect of solution-wall interaction potential on the properties of solution in uniformly charged hydrophobic channel[END_REF]Hoang and Galliero, 2012a;[START_REF] Zaragoza | Molecular dynamics study of nanoconfined TIP4P/2005 water: How confinement and temperature affect diffusion and viscosity[END_REF][START_REF] Tran | Molecular dynamics simulations on aqueous solution confined in charged nanochannels: Asymmetric effect of surface charge[END_REF][START_REF] Zhang | Transport Property of Methane and Ethane in K-Illite Nanopores of Shale: Insights from Molecular Dynamic Simulations[END_REF], which is that the local molecular diffusion of a confined fluid in the plane parallel to the solid surface does not vary significantly with the pore width when dealing with not too strong fluid-solid interaction. Furthermore, the transport diffusivity of methane in the water-saturated nanopores has been compared with the self-diffusion coefficient of methane in bulk water which is assumed here to be equivalent to the Fickian diffusion coefficient due to the low solubility of gases in water. This diffusion coefficient was computed by performing equilibrium molecular dynamics (EMD) simulations in combination with the usual Einstein's relation [START_REF] Allen | Computer Simulations of Liquids[END_REF][START_REF] Smit | Understanding Molecular Simulation: From Algorithms to Applications[END_REF]:

D _ = lim b→] b 〈Xe @ t -e @ 0 Z 〉 (5)
where, D _ is the self-diffusion coefficient, t is the time, 〈… 〉 is the average over molecules and e @ t is the position of molecule i at the time t.

As expected, results indicate that the transport diffusivity of methane is smaller in the confined water than in the bulk water, an effect which is more pronounced at the highest temperature, see Fig. 7. Furthermore, I 6 tends to its bulk value for the largest pores.

However, the relative effect for the two thermodynamic states is somewhat unexpected as it seems to be more important at T=423 K and P=100 MPa which corresponds to a less structured confined water, see Fig. 5.

It is worth noticing that the transport diffusivity of methane obtained here ranges from 4.5×10 -9 to 10.0×10 -9 m 2 /s, which is typically one order of magnitude higher than the reported experiment results in porous medium [START_REF] Schlömer | Experimental characterisation of the hydrocarbon sealing efficiency of cap rocks[END_REF][START_REF] Schloemer | Molecular transport of methane, ethane and nitrogen and the influence of diffusion on the chemical and isotopic composition of natural gas accumulations[END_REF]. However, here I 6 has been estimated at the pore scale, whereas the transport diffusivity was experimentally deduced at the porous medium scale, i.e. including the effect of tortuosity and porosity (Krooss et al., 1992a;1992b;[START_REF] Krooss | Diffusion of methane and ethane through the reservoir cap rock; implications for the timing and duration of catagenesis: Discussion[END_REF][START_REF] Song | Comprehensive review of caprock-sealing mechanisms for geologic carbon sequestration[END_REF]. 

Ethane

Pore-size dependence of the transport diffusivity of ethane in the saturated nanopores is shown in Fig. 7. Results indicate that its dependence on pore size is similar to that for methane, showing a slight decrease when the pore size decreases and values tending to the bulk data for the largest pores. In addition, as expected, I 6 is slightly smaller than I 6 in particular at the highest temperature. The only unexpected result is that the effect of the confinement seems less pronounced, in relative, on ethane than on methane, whereas the ethane molecule is bigger than the methane molecule. This is probably related to the localization of the gases relatively to water in the nanopore. More precisely, the ethane molecules are preferably located around the depleted water region, whereas methane molecules are mostly located in the adsorbed water region, see Fig. 5.

Leakage of gases through silicate caprock

In the most favorable case from the caprock sealing point of view, the leakage from a gas reservoir is only due to molecular diffusion across the low permeability barrier formed by the caprock. This contribution is often assumed to be negligible in most cases [START_REF] Schloemer | Molecular transport of methane, ethane and nitrogen and the influence of diffusion on the chemical and isotopic composition of natural gas accumulations[END_REF], even if it could play a role in some specific cases [START_REF] Wang | Anomalies of natural gas compositions and carbon isotope ratios caused by gas diffusion-A case from the Donghe Sandstone reservoir in the Hadexun Oilfield, Tarim Basin, northwest China[END_REF]. Thus, it is interesting to revisit the quantification of diffusive gas reservoir leakage over geological times using the previous results obtained on solubility and diffusion of gases in nanopores. To do so, it has been assumed that the leakage through the caprock is simply governed by a 1D diffusion process. In this framework, the cumulative amount of gas leakage per unit of caprock surface over a time t can be estimated from (Krooss et al., 1992a;1992b;[START_REF] Schlömer | Experimental characterisation of the hydrocarbon sealing efficiency of cap rocks[END_REF]:

i 234 + = j \ LMN kll K LMN m nMo + + K LMN m nMo R S ∑ U S 1 -exp j- U S \ LMN kll R S nMo S +p Uq p (6) 
where, r is the porosity, s 63t is the thickness of the caprock, and I uv wxx is the effective transport diffusivity that is defined as I 234 y ⁄ with y being the tortuosity [START_REF] Song | Comprehensive review of caprock-sealing mechanisms for geologic carbon sequestration[END_REF]. As an example, the model caprock considered in this work is assumed to possess a thickness of 100m, a porosity of 1% and a tortuosity of 50, and is composed of watersaturated nanopores having a pore size distribution peaked on 3nm [START_REF] Schlömer | Experimental characterisation of the hydrocarbon sealing efficiency of cap rocks[END_REF][START_REF] Kampman | Observational evidence confirms modelling of the long-term integrity of CO2-reservoir caprocks[END_REF][START_REF] Espinoza | CO2 breakthrough -Caprock sealing efficiency and integrity for carbon geological storage[END_REF].

Evolutions of cumulative amount of gases leakage through the model caprock are shown in Fig. 8. They have been computed from the 1D diffusion process Eq. ( 6) using the solubility and the transport diffusivity values of gases in the saturated nanopore and in the bulk water over 50 millions of years. Interestingly, results clearly indicate that the nanoconfinement effects are able to noticeably increase the leakage of gases compared to what would be deduced without them.

The increased leakage compared to what could be estimated without taking into account the effects of nano-confinement reflects the fact that the oversolubility is dominant over the decrease of diffusion coefficient. More precisely, on geological time, this leakage increase can be approximated, see Eq. ( 6), by the ratio of the product I 234 wxx J 234 under confinement relatively to its value in bulk water. From our data this means an increase in gas leakage of about 165% for methane and 265% for ethane. Even if evaluated on an oversimplified system, this result indicates that the estimation of the diffusive leakage of gases through caprock should take into account the influence of nano-confinement effects. 

Conclusions

In this work, molecular dynamics simulations have been performed in grand canonical like ensemble to investigate the solubility and transport diffusivity of light hydrocarbon gases Very interestingly, it has been shown that the solubility of hydrocarbon gases in the water-saturated nanopores is significantly higher than that in bulk water (so-called oversolubility). This results from the local gas solubility which is strongly enhanced in the vicinity of the solid surface and can be up to 15 times (40 times) higher than the solubility of methane (ethane) in bulk water. Such a behavior is mainly induced by an adsorption-driven effect for methane, whereas there is an additional non-negligible contribution due to a confinement-driven effect for ethane. As a consequence, it has been shown that the oversolubility linearly increases with the reciprocal of the pore size. Regarding the transport diffusivity of hydrocarbon gases in the water-saturated nanopores which has been estimated by using a "transient" non-equilibrium molecular dynamic (T-NEMD) approach, it has been shown that the pore size has a weak, but nonnegligible impact on it. More precisely, the transport diffusivity decreases with the decrease of the pore size. However, this effect is more pronounced on methane than on ethane which is rather surprising as methane molecules are smaller than ethane molecules. This is probably due to the fact that methane is mostly located at the adsorbed water region in the nanopore, whereas ethane is mainly located in the depleted water region.

Finally, these results have been used to quantify the diffusive gas leakage through an idealized water-saturated caprock over geological time thanks to a 1D diffusion model.

Results have shown that the nano-confinement effects can noticeably enhance the leakage of gases by diffusion, because the effect of oversolubility of gases under confinement is dominant over the decrease of diffusivity transport due to pore size. This result, even if deduced from an oversimplified system compared to real cases, emphasizes the importance of taking into account nano-confinement effects on gas leakage estimates.

Figure 1 :

 1 Figure 1: (a) Equilibrated system of water with the nanopore. (b) Equilibrated system containing gas and water. (c) Initial configuration of the simulated system to determine diffusion and solubility of gases in the nanopore. Red color corresponds to the solid particle, green color to water molecules and blue color to gas molecules.

Figure 2 :

 2 Figure 2: Dependence of hydrocarbon gas solubility in bulk liquid water on $ "# (a): Methane. (b): Ethane. (Red color) Squares corresponds to T = 373.15K and P = 50MPa. (Blue color) and circles to T = 423.15K and P = 100MPa. Dashed-Dotted curves are exponential fitting functions. Solid horizontal and vertical lines correspond to the experimental solubility of gases in water and the optimized $ "# values, respectively.

Figure 3 :Figure 4 :

 34 Figure 3: Variation in solubility and over-solubility (inserts) of gas with the inverse of the pore size in the confined region. (a): Methane. (b): Ethane. (Red color) Squares corresponds to T = 373.15K and P = 50MPa. (Blue color) Circles to T = 423.15K and P = 100MPa. Solid lines are linear fitting functions.

Figure 5 :

 5 Figure 5: Density profiles of gas and water in the sampling region (a): Methane in the nanopore of W=5σC1. (b): Ethane in the nanopore of W=5σC2. (c): Methane in the nanopore of W=9σC1. (d): Ethane in the nanopore of W=9σC2. Solid lines correspond to T = 373.15K and P = 50MPa and Dashed-dotted lines correspond to T = 423.15K and P = 100MPa. (Green color) Vertical dashed lines correspond to a distance of one gas molecular size from the solid surface.

Figure 6 :

 6 Figure 6: Evolutions of J 234 + J 234 ] ⁄ in the sampling region for a pore size equal to 9 times the corresponding gas diameters at the reservoir thermodynamic condition T = 423.15K and P = 100MPa. (a): Methane. (b): Ethane.

Figure 7 :

 7 Figure 7: Dependence of transport diffusivity of hydrocarbon gas with the pore size. (a): Methane. (b): Ethane. Squares correspond to the thermodynamic condition T = 373.15K and P = 50MPa. Circles correspond to T = 423.15K and P = 100MPa. Lines correspond to the self-diffusion coefficients of gases in bulk water.

Figure 8 :

 8 Figure 8: Cumulative amount of hydrocarbon gases leaking through the caprock by the molecular diffusion at the reservoir thermodynamic condition T = 373.15K and P = 50MPa. (a) Methane. (b) Ethane. (Red color) Solid lines correspond to D 234 and C 234 of gases in the saturated nanopores (with taking into account the effect of confinement). (Blue color) Dashed-Dotted lines correspond to D 234 and C 234 of gases in bulk water (without taking into account the effects of confinement).

(

  methane and ethane) in water-saturated slit nanopores at reservoir thermodynamics conditions, (T=373.15K, P=50MPa) and (T=423.15K, P=100MPa). For simplicity, all fluid and solid molecules have been modelled by Lennard-Jones (LJ) particles. Fluid LJ parameters have been adjusted to yield a set of target properties, such as density, viscosity and solubility, in good agreement with the experiments. Solid parameters, including the LJ potential and structure, have been chosen to quantitatively represent the roughness and surface energy characteristics of silicate mineral surfaces.

Table 1 :

 1 Lennard-Jones parameters of fluid molecules.

	Fluid	σ (nm)	ε (kJ/mol)
	Water (T=373K)	0.2876	3.500
	Water (T=423K)	0.2805	3.200
	Methane	0.3723	1.245
	Ethane	0.4239	1.978

Table 2 :

 2 Lennard-Jones parameters and lattice size of solid wall.

	σ (nm)	ε (kJ/mol)	Lattice size (nm)
	0.3160	0.762	0.4469

Table 3 :

 3 Optimized $ @A between methane/ethane and water.

		Water (T=373K)	Water (T=423K)
	Methane	0.72	0.47
	Ethane	0.64	0.48
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